
ALL Smoke and Carbon Monoxide Alarms (Battery and Electric) must be less than 10 years old 
from the date of manufacture. The date is located on the back of the alarm. If there is no date 
listed, the alarm will be considered to be over 10 years old.

Battery Powered Smoke Alarms must have a 10 year sealed battery

Electric Smoke Alarms must have a battery back up. The back-up battery does not have to be a 
10 year battery

Electric Smoke Alarms cannot be replaced with Battery Powered Alarms.

Homes Built after 8/6/86 are required to have all Electric Smoke Alarms, the alarms must be 
interconnected (when one goes off they all go off)

All Smoke and Carbon Monoxide Alarms must be UL listed. Alarms that are not UL listed  are 
typically sold by online vendors and discount stores. Please read the description carefully before 
purchasing

Smoke Alarms must be mounted on the ceiling or the wall between 4 and 10 inches from the 
ceiling.

Carbon Monoxide Alarms can be battery or electric. They must be located within 10 feet of 
Sleeping areas. Combination Smoke and Carbon Monoxide alarms are acceptable as long as 
they meet the above requirements. Carbon Monoxide alarms can be mounted at any height on 
the wall or on the ceiling. Battery powered Carbon Monoxide alarms are not required to have a 
ten year battery. If the home has all electric appliances, no attached garage/carport, and no 
fireplace, Carbon Monoxide alarms are not required.

Please test and inspect all alarms prior to your scheduled inspection date.

For more Information please visit www.hillsboroughfiredistrict.com

Hillsborough Fire District 
Smoke and Carbon Monoxide Alarm  

Compliance Information Sheet

Please Contact The Fire District Office With Any Further Questions 
(908) 369-4313 Ext 7178 

Email: FireSafety@HTFD.US 
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